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The Roller kit is a joint system that allows the friction bushings of shock absorbers to be replaced by
needle bearing. The system reduces friction effect to a minimum at this very delicate point and, as a result,
creates several crucial advantages like enhancing its efficiency and durability

Once the Roller kit is mounted, its axle will be fastened to the swing arm, rockers arms, or frame mounts.
But, in contrast to the original friction bushing, it will gently rotate over the needle roller, regardless of the pressure
exerted on the shock absorber. As a result, the feel and sensitivity of the rear suspension is notably improved.
Sometimes the difference is so big with respect to the Roller Kit, that it is needed to adjust the shock setting
(higher preload and less rebound).

ORIGINAL BUSHINGS

Assembled under presure, which complicates The inner ring works smoothly over the needle bearing, which
maintenance operations. facilitates maintenance operations.

The friction increases exponentially in relation to
the load of the shock absorber. The bushings lose
their smooth functioning and cause the shock to

The absence of friction below the working temperature range of
the shock absorber improves performance and helps delay
expensive maintenance.

overheat.

Increased friction causes excessive wear and The toughness of the tempered pin creates less wear and
clearance. clearance.

The clearance allows dirt to enter the joint, causing The watertight sealing keeps out water and dirt, allowing it to
it to wear out faster and become noisy. function smoothly and quietly.

PRICES 2012 (depending on the Kit size):

15,7 mmROller Kit ... 29,5 euros
19/21,85/22/22,2/24/25,4/30 mmRollerK its............... 34,22 euros
Other Measures Roller KitS ..........ooviiiiiiii e 39,88 euros
Special KitS ... 47,2 euros

Roller Kit adds value to your bike at a low cost.
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